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8.7 Pattern for Sweet Heart Neckline

Observations

Viva questions

Trace the neckline of bodice block with dotted line as illustrated.

Mark the points AB as for V neckline.

From point B square down to D for the side depth of the neck required or 5". 

Mark E on centre front, where CE = 3½" or as desired.

Join BD and DE with straight lines, for basic sweet heart neck.

Variations of Sweet Heart Neckline

Square a line at D about 1" on either side as shown.

Join BD' and D'E with curved lines for a curved variation.

You are required to test fit atleast three of the developed the necklines and check the fit on muslin. 

Make necessary changes if any.

1. What are requirements of a good fit  for a neckline?

2. What are the things to be kept in mind while checking the fit of the neckline?

 

B A

D
C

D

C

B A
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Aim

Principles 

Requirements 

Procedure

To develop patterns of a Kameez

 

The top half of the suit is called a kameez, it is a long top worn over the salwar. The traditional 

kameez is a longer version of the saree blouse. However, with influence of global fashion trends and 

needs of modern women the kameez has changed several silhouettes from being closely fitted 

short length in 60's to long loose tent silhouette of 90's to an individualistic length of the 21st century. 

It changes its looks keeping with the global trends it has appeared on the international ramps 

regularly for last couple of years.

Pattern paper, muslin and tool kit

Practical - 9: Kameez

S. No.

1

2

3

4

5

6

7

8

9

10

11

Measurements Required

Length of the kameez

Round Bust

Waist

Round Hip

Shoulder

Sleeve length

Sleeve round

Bust level

Cross back

Distance between two apex 

points

Shoulder to waist line 

Sample

14 ¾ "

34 ¾"

27 ¾" 

36"

14" 

10 ½" 

9 ¼"

9 ½"

14½"

7½"

16"

Your Measurements

As Measured

With two fingers between the tape and body

With two fingers between the tape and body

With two fingers between the tape and body

As Measured

As Measured

With a finger between the tape and body

As Measured

As Measured

As Measured

As Measured
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For front and Back of Kameez 

Draw a line AB on fold where AB is the length of the Kameez. 

 AC   = ¼ th of bust -1" 

AD   = shoulder to waistline measurement

DE    = 7" down 

Square out line from A, B, C, D, E 

AF    =     ½ cross back 

CG   =     ¼ th bust +1" for front 

DH   =     ¼ th of waist +2 ½ 

EI     =     ¼ th of hip +1

BJ    =  EI   

Join GHIJ and G'HIJ as illustrated 

AK    =   1/12th of bust 

AK'   =   AK

K'K" =  7/8th "

Join K" A for basic neck 

K'K for basic front neck, this is the jewel neck.

Variations to neckline should be made after marking the basic neckline.

FF" = 1"

Join F'K' for front shoulder 

F'K' for back shoulder 

Square a line down from F to L on armhole line.

M is the mid point of FL.

On M go ¼" in front armhole curve as shown 

For the Apex level, find the mid point of CL and mark it as N.

From N square down 1/12th of bust - ¼" and mark it as O.

Square a line down from O to P and Q where P is on the waistline and PQ is 4"

Mark a dart on waist line 1" wide ½"on either side of the line OQ. Finish the 

dart 1½" below O as illustrated.

This dart is to be marked on the back also.

For a side seam dart in the front, go 5"- 6" down the side seam from the

K

AF

L
C

H D

EI

BJ

M

G

R

P

Q

O

G'

F' K'

K''

J'

N

K

AF

C

H D

EI

BJ

G

R

G'

K'

K''
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armhole and mark it as R. Join Ro with a straight line. Mark a dart 1½" away from O.

Drop the front hem ½" on J to accommodate the side seam dart in front only. 

Join J'B with a straight line.

Square out of line AB = length of the sleeve, on fold.

AC  = 3"

CD   = ½ round armhole + ½" 

BE    =  ½ round arm edge + ½" 

Join DE and AD with a straight line. Divide AD in four equal parts and mark 

them as XYZ

Go 1/2 " up at X and 3/4 " up at Y and 1/2 " down + ¼ " down at Z as shown 

Join AX'YZD for front curve and AY'Z"D for back curve 

Join the Kameez as illustrated.

Variations in necklines are possible in the same manner as for a saree blouse. 

You are required to test fit the developed the Kameez and check the fit on muslin. Make necessary 

changes if any.

1. What are requirements of a good fit  for a Kameez?

2. What are the things to be kept in mind while checking the fit of this kameez?

3. Does the garment fit as well as you wanted if not what could be the reasons?

Sleeve 

Observations

Viva questions

A

YZ

X

C

BE

D

O
n

 f
o

ld

Z'

Y'

X'

Z''
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Practical - 10: A-line Kameez

Aim

Requirements 

Procedure

To develop patterns of a Aline Kameez

Pattern paper, muslin and tool kit

A line Kameez

Trace the basic Kameez without darts as illustrated 

 Extend 3" from the hemline or as required 

 Join straight with the armhole level.

 Go ½" up at side seam on hem and shape as illustrated 

S. No.

1

2

3

4

5

6

7

8

9

10

11

Measurements Required

Length of the kameez

Round Bust

Round Waist

Round Hip

Shoulder

Sleeve length

Sleeve round

Bust level

Cross back

Distance between two apex 

points

Shoulder to waist line 

Sample

14 ¾ "

34 ¾"

27 ¾" 

36"

14" 

10 ½" 

9 ¼"

9 ½"

14½"

7½"

16"

Your Measurements

As Measured

With two fingers between the tape and body

With two fingers between the tape and body

With two fingers between the tape and body

As Measured

As Measured

With a finger between the tape and body

As Measured

As Measured

As Measured

As Measured
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Go up for side slit 10" or as desired up 

The sleeve is same as for the basic Kameez.

Variations in necklines are possible in the same manner as for a saree blouse

You are required to test fit the developed the Kameez and check the fit on muslin. 

Make necessary changes if any.

1. What are requirements of a good fit  for a Kameez?

2. What are the things to be kept in mind while checking the fit of this kameez?

3. Does the garment fit as well as you wanted if not what could be the reasons?

Observations

Viva questions

½''

a
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Aim

Principles 

Requirements 

Procedure

To develop patterns of a Kalidar kurta

 

Kalidar Kurta a comfortable garment and has an interesting pattern. 

The pattern is made up of geometric shapes. The only 

measurements required are chest/ bust, length of kurta and sleeve 

length. Traditional kurta was cut with the center panel on fold. The 

kalis or side panels of kurta are cut in a similar manner as side 

panels of  salwar. The sleeve has a straight armhole and traditionally 

a square gusset is attached  between sleeve and kali for ease of 

movement. 

Variations in designs of Kalidar kurta are Bhopali kurta, Jama, 

Angarkha which are gaining international popularity these days and 

all of them are cut on basic principles of kalidar kurta, if the pattern 

cutter understands the nuances of kalidar pattern then variations are 

easy to cut. 

Pattern paper, muslin and tool kit

Measurement required 

Practical - 11: Kalidar Kurta

S. No.

1

2

3

4

5

6

7

8

9

Measurements Required

Length of the kurta

Round Bust

Round Waist

Round Hip

Shoulder

Sleeve length

Sleeve round

Cross back

Shoulder to waist line

Sample

14 ¾ "

34 ¾"

27 ¾" 

36"

14" 

18" 

9 ¼"

14½"

16"

Your Measurements

As Measured

With two fingers between the tape and body

With two fingers between the tape and body

With two fingers between the tape and body

As Measured

As Measured

With a finger between the tape and body

As Measured

As Measured

Variation of Kalidar 

Kurta by Ritu Beri
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For the centre panel of Kurta 

Draw a line AB on fold and is the length of the Kurta 

AC is also on fold equal to ½ cross back.

Square down from C to D, Where CD= AB. 

Join BD.

AE is 1/12th of chest.

AF is the neck depth i.e 1/12" of chest + 1"(in case a Chinese collar is to be attached 

go down only by ½ " of chest)

AG = 1" down 

Draw the neckline of the Kurta as illustrated, both for front and back. 

FF is the front placket opening that is 1/6th of the total length or as desired.

CC' = ¾" down for shoulder slope on the centre panel of the kurta. 

Cut EC"DBGE for the back and EC'DBFE for front.

Mark a line FF' on the centre front panel for the placket.

For the Sleeve of the Kurta 

HI =  length of the sleeve, on fold

HJ = ¼ th of bust -1" for the sleeve width 

IL = HJ minus 2"

Join JL with a straight line 

Cut two of these 

For the Kalis of the Kurta 

Draw MN on fold, where MN is total length of the kurta 

Minus sleeve width i.e HJ (sleeve)

Square out from M

MO = 1/6 th of bust +1"

OP  = 1/12th of bust + ½" Square down from P

PQ  = MN 

Square out from Q to N 

On this line, mark QR = MO 

Go down and up by ½" on OR to O and R' draw the curve as illustrated.

This pattern gives four Kalis two for the front and two for the back.

 HI

J
L

Sleeve
Cut -

 
2

On fold

 AEC

F

D B

Cut 2

G

O
n

f 
o
l
d

Centre
Panel

F'

C'

 

Q R N

K
 a

li
s

P O M

R'

O'
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For the Gusset of the Kurta   

Draw a square STUV, where ST= 1/12 th of bust +1"

Cut 2 of these. 

Join the Kalidar kurta as illustrated 

You are required to test fit the developed the Kurta and check the fit on muslin. Make necessary 

changes if any.

1. What are requirements of a good fit  for a Kurta?

2. What are the things to be kept in mind while checking the fit of this kurta?

3. Does the garment fit as well as you wanted if not what could be the reasons?

Observations

Viva questions

 TU

V S
Gusset

Kalidar Kurta
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Aim

Principles  

Requirements

Procedure

To develop patterns of a two Kali kurta

One of the kali starts at the shoulder

 

Pattern paper, muslin and tool kit

Measurement required 

Draw a block ABCD where 

AB = ½ cross back -2"

A = length of the Kurta on fold.

For the centre panel of the Kurta  

Practical - 12: Two Kali Kurta

S. No.

1

2

3

4

5

6

7

8

9

Measurements Required

Length of the kurta

Round Bust

Round Waist

Round Hip

Shoulder

Sleeve length

Sleeve round

Cross back

Shoulder to waist line

Sample

14 ¾ "

34 ¾"

27 ¾" 

36"

14" 

18" 

9 ¼"

14½"

16"

Your Measurements

As Measured

With two fingers between the tape and body

With two fingers between the tape and body

With two fingers between the tape and body

As Measured

As Measured

With a finger between the tape and body

As Measured

As Measured

Variation of Kalidar Kurta by Ritu Beri
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AE = 1/12th of bust 

AE' = AE, AE"= ½"

Join EE" for back neck and EE" for front neck 

Mark E'E" = 8" for placket opening or as desired

For the 1st Kali of the Kurta 

Mark a block FGHI where, FH = AC length of the Kurta,

 On fold FG   = 7"

GG" = HH' = 5"

Join G'H' with a straight line, 

This is the 1st kali. 

For the 2nd Kali of the Kurta 

Make a block JKLM where JK is the length of the 

Kurta minus the sleeve width (¼th of bust -1")

JL= 7"

LL'= KK= 2"

Join L'K' with a straight line 

This is the 2nd Kali 

For the Sleeve of the Kurta 

Make a block NOPQ 

Where NP is the length of the sleeve and is on fold.

NO = ¼ th of bust - 1" is the sleeve width 

PQ = NO -2" or as desired

This is the sleeve of the Kurta.

 HI

J
L

Sleeve
Cut - 2

On fold

 RT

U S
Gusset

F

HI

G

st
 

I
K

a
li

O
n
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o
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G'

H' L J

M K

L'

K'

n
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2
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a
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Centre
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Cut-2

E'
E''

E'''
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For the Gusset of the Kurta

Make a block RSTU where 

RS = TR = 1/12th of bust 

This is the gusset for the Kalidar Kurta.

Join the two kali kurta. 

You are required to test fit the developed the Kurta and check the fit on muslin. Make necessary 

changes if any.

1. What are requirements of a good fit  for a Kurta?

2. What are the things to be kept in mind while checking the fit of this kurta?

3. Does the garment fit as well as you wanted if not what could be the reasons?

Observations

Viva questions
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Aim

Principles 

Requirements 

Procedure

To develop patterns of a Basic Sleeve

 

To develop pattern for basic sleeve for women wear use measurements from the given chart. Take a 

paper, whose length is desired length of the sleeve plus 3" and width is half of the bicep plus 2" fold it 

lengthwise and place paper with fold towards you.

Pattern paper, muslin and tool kit

Mark a guide line 1" away from the edge and label A.

A to B = Cap height

A to C = Full length

B to D = ½  bicep circumference

B to E = ½ BC-1½"

E to F = ½ elbow circumference (that includes ease of ½" minimum)

Join D to F extending to a line squared from C.

Extend D to G

Find mid point of B D line and A G by folding 

the paper lengthwise.

On this line mark H to I = ½ cap height + ¾" 

Mark A to A1 = ¼" and D to D1=1" 

Join A1 to I and I to D1 with dotted lines.

Draw the armhole curve with the help of French curve keeping

the guide line in perspective as illustrated in the diagram.

Practical - 13: Sleeve

1D

D

B

H

A

A1

G

F
D G

1
D

H

1”

BEC A
A1

I
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Trace all the lines for front sleeves on the other side of paper. 

Open the paper.

Find the mid point of A to B by folding the paper and draw the 

line JK.

Find the mid point M of KL line and on M go in ¼". Redraw the 

front curve as illustrated.

Mark the notches

For front mark one notch = ½" below point K.

For back mark two notches, one at ½" below J and next ½" away 

from the first notch.

Trace the Pattern on Muslin

Carefully and accurately transfer all sleeve and armhole 

markings to the muslin

Use proper pressing techniques during construction.

Whenever possible, finish the lower edge of the sleeve before 

attaching it to the garment.

 

Place two rows of stitching on the cap of the sleeve 1/8" away 

from the stitching line. The distance between the two lines will 

be 1/4". Take care that the stitch size should be more than the 

usual one. Leave long threads at the starting & end of both the seams.

Face right side to the right side and stitch at the side of the sleeve.

Pull the threads and insert the sleeve inside the armhole of the bodice. Adjust the size of 

the sleeve cap by pulling and releasing the thread. Put pins in position.

Stitch the sleeve to the armhole.

Sleeve Attachment 

Steps of Construction

ç

ç

ç

ç

ç

ç

ç

J

D B L

M

K

A

J K

Back Front

FINISHED PATTERN

SLEEVE
SIZE#34

RIGHT SIDE

WRONG  SIDE

WRONG  SIDE
GARMENT

WRONG  SIDE
SLEEVE

STEP-1 STEP-2 STEP-3

WRONG  SIDE
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Observations

Viva questions

You are required to test fit the developed the Kurta and check the fit on muslin. Make necessary 

changes if any.

1. What are requirements of a good fit  for a Kurta?

2. What are the things to be kept in mind while checking the fit of this kurta?

3. Does the garment fit as well as you wanted if not what could be the reasons?

WRONG  SIDE
SLEEVE

SHOULDER SEAM
OF GARMENT

STEP-4
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Aim

Requirements 

Procedure

To develop patterns of a Collar

Principles  

Collars are added feature onto the neckline and they frame the face. It is one of the most important 

details of the garment as it draws maximum attention. There are three kinds of collars Stand collar, 

Flat collar and Roll collar

Stand collar stands around the neck, like Chinese or mandarin. These are cut after measuring the 

neck edge of the pattern. Flat collar lies nearly flat on the shoulder, like peter pan and are cut by 

tracing around the neck edge of the basic bodice. Roll collar is the variation of stand and fall collars 

where the collar stand around the neck and the roll over to frame the face, like turtle neck.

Pattern paper, muslin and tool kit

Measurement needed:

Back neck - measure center back to shoulder at the neck edge.

Front neck - measure center front to shoulder at the neck edge.

` A-B = 1½" is the collar stand

B-C = back neck 

C-D = front neck 

D-E = ½".  

Draw a curved line from E to C

Square 1½" line at right angles to the curved line at E. Mark it as F.

Draw a line from A to F parallel to neck edge.

14.1 Mandarin collar

Practical - 14: Collar

Neck Edge
B

A

DC

1½”

A

B C D

E
1\2"

Fig.1 Fig.2
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14.2 Peter Pan collar  

Trace back pattern. Place front pattern on traced copy touching the neckline and over 

lapping the shoulder tips 2 inch for a roll of ¼". 

This overlap can vary depending upon the roll desired. Lower the back and front neck by 

desired amount as illustrated

Redraw the neckline and copy again along with part of the center lines. A-B = desired collar 

width, 

Draw a line starting from the centre back till centre front as shown in diagram. Shape the front 

as desired.      

105

The above diagrams show various collar width and edges at centre front

Fig.4 Fig.5 Fig.6

B
A2”

B

A4” 3” A

B
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C.B
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Fig.1 Fig.2

Fig.3
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Fig.3
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Observations

Viva questions

You are required to test fit the developed the pattern for collars attach them to the neckedge of the 

basic bodice and check the fit on muslin. Make necessary changes if any.

1. What are requirements of a good fit  for a collar?

2. What are the things to be kept in mind while checking the fit of the Mandarin collar?

3. Does the Peterpan collar fit as well as you wanted if not what could be the reasons?

   



BASIC PATTERN DEVELOPMENT

107

TOOL KIT 

ç

ç

ç

ç

ç

ç

ç

ç

ç

ç

ç

ç

ç

ç

ç

ç

ç

ç

ç

All pins: are fine, long, rust proof pins. 

Carbon paper: Coated paper on one side with white or coloured wax, used to transfer marking 

on fabric or paper. 

Dress form: A standardized duplication of a human torso, cotton padded and canvas covered, 

set on a movable, light adjustable stand and compressible shoulders and slopers.  For taking 

measurements, develop pattern, fit garment samples, to alter garments, to establish style lines 

for the garment.

Grading scale: 2" x 18" transparent straight plastic with grid 

L-square: Plastic or metal ruler with two arms at right angles of varying lengths usually 12" and 

24" to square off corners. Establish perpendicular lines, reference points and lines.

Magnet: a high carbon alloy steel that has a property of attracting iron and steel can be of any 

shape.  

Measuring tape: Metal tipped narrow, firmly woven double tape of cloth or plastic usually 60" 

long (150cm) marked with both inches and centimeters.

Muslin: A plain weave fabric made from bleached or unbleached yarns to test fit and develop 

patterns.

Newsprint paper: used for rough drafts.

Paper shears/scissors: a cutting instrument, ranging in size from 8" to 12", with two sharply 

pointed straight blades.  

Pattern paper: Strong white paper available in variety of weights and widths.

Pencil: to mark lines in developing the muslin, pattern or sloper.

Pin cushion:  A small firmly stuffed pillow made in a variety of shapes and sizes.

Push pins: Drum shaped 1/2" long pin for pivoting and transferring points & to hold pattern 

pieces and fabric on table.

Scale: Long ruler 12" / 24" metal or plastic.  

Tailor's shears: A cutting instrument ranging in size from 12" to 16" with two wide blades for 

cutting fabric and muslin.

Thick brown paper: Strong brown papers for finished pattern. Used for preliminary patterns 

drafting and development of the final pattern.

Tracing wheel: An instrument with small serrated or needle point wheel mounted on one end of 

a handle for transferring markings from paper patterns on the muslin.

Transparent tape: A clear plastic narrow continuous stripes with an adhesive surface on one 

side, available in roll. Used to hold paper pieces and mend tears.

Annexure - I 
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STANDARD DRESS FORM MEASUREMENT CHART FOR BODICE & SKIRT

Width Of Back
(1" below arm plate 
includes an ease of ½'')

Centre Back Length

Back Waist Line
(includes an ease of ¼'')

Shoulder Blade

Centre Back To Princess 
Line

Front Hipline
(7" below waistline)
(includes an ease of ¼'')

1/28

1/2
16

5/85

7/86

1/2
2

1/89

9

3/4
16

6

7

5/82

3/89

1/29

17

3/86

1/87

3/42

5/89

10

1/417

3/46

1/47

7/82

7/89

1/2
10

1/217

1/87

3/87

3

1/810

11

3/417

1/27

1/27

1/83

3/810

1/211

18

7/87

5/87

1/43

5/810

SIZES

Front Length

Width of Bust
(1" below arm plate 
includes an ease of ½'')

Centre Front Length

Apex

Under Arm Seam

Front Waistline
(includes an ease of ¼'')

Waistline To Shoulder
(includes an ease of ¾'')

Shoulder Length

Centre Front To Princess 
Line

32

1/417

1/29

3/814

5/83

7/87

3/8
6

3/414

7/84

5/82

34

1/217

10

1/214

3/43

8

3/4
6

7/814

5

3/42

36

3/417

1/210

5/814

7/83

1/88

1/8
7

15

1/8
5

7/82

38

18

11

3/414

4

1/48

1/2
7

1/815

1/45

3

40

1/418

1/211

7/814

1/84

3/88

7/8
7

1/415

3/85

1/83

42

1/218

12

15

1/44

1/28

1/4
8

3/815

1/25

1/4
3

44

3/418

1/212

1/815

3/84

5/88

5/8
8

1/215

5/85

3/83

Annexure - II 

(in inches)
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Back Hipline
(7" below waistline)
(includes an ease of ¼'')

Cap Height

Short Sleeve Length 

Sleeve Length

1/89

6

9

23

3/89

6

1/49

1/223

5/89

6

1/29

24

7/89

6

3/49

1/224

1/810

1/86

10

1/224

3/810

1/86

1/210

25

5/810

1/86

3/410

25

Annexure - III

Test fitting

ç

ç

ç

ç

ç

Steps of test fitting are as follows 

Commonly used test material is muslin.

The quickest way to get the effect of the finished garment without actual stitching is to overlap 

and pin all the seams lines. Pinning gives the same result and information, that one wants 

without going to the machine. It is so much faster and easier to unpin and then re-pin than to rip 

stitching and re-stitching.

Pins should be placed at right angle to the seam line, as in this method there is least amount of 

strain or pull on the seam, and it does not gape. 

Check the test fit muslin and make correction till fully satisfied. 

Mark the necessary corrections and the same should be transferred on the paper pattern for a 

final pattern of the garment.
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Measurements Required for Necklines

Finishing of Necklines

The measurement required for any neckline is the depth of the neck measured from the nape of the 

neck point to the center front diagonally. (Neckline measurement A)

In case of necklines like square, glass neck, sweet heart measure in a straight line on the body for 

the length and for the width of the neckline at that point to the center front is also measured. 

(Neckline measurement B) 

1. If a neckline is made wider in the front, the same needs to be done for the back.

2. Try avoiding deeper neckline for both front and back at the same time. In case one decide to 

keep the neckline deeper in both front and back then an ease of about ½" needs to be taken 

out on the centre front neck.

3. The measurement which is taken diagonally should be marked diagonally on the pattern 

and a measurement taken straight should be marked straight.

4. For curved neckline, always square out ¼" either side at center back and center front and on 

shoulder level.

Piping is a bias strip of fabric 1¼" wide and is attached to the neckline on the seam line after 

stretching. The piping is finished either by hemming or machine stitch. It is finished to about 1/8" - 

1/4" wide ready on the right side of the garment.  It is a popular finish for blouses and other Indian 

garments.

Bias facing is a similar strip of fabric like piping but is attached to the neckline without stretching.  

The same is finished completely on the wrong side.  

Shaped facing - A shaped facing is cut following the shape of the neckline and is attached on the 

right side and then is completely turned in. The width of this facing varies for each design but is 

generally 1½" wide.

Points to be kept in mind for developing Neckline's

Facings are of two kinds - bias facing and shaped facing

Neckline measurement A Neckline measurement B

Annexure - IV 
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